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Freescale	
  Apple	
  CarPlay	
  Development	
  System	
  (Demo)	
  

Components:	
  
•  i.MX	
  6	
  SABRE	
  for	
  Automo4ve	
  Infotainment	
  base	
  board	
  –	
  
MCIMXABASEV1	
  

•  i.MX	
  6Solo,	
  i.MX	
  6Dual	
  or	
  i.MX	
  6Quad	
  core	
  CPU	
  board	
  –	
  
MCIMX6QAICPU1	
  

•  10”	
  LVDS	
  touch	
  LCD	
  panel	
  –	
  MCIMX-­‐LVDS1,	
  or 	
  
	
  	
  HDMI	
  output	
  up	
  to	
  1080P	
  60	
  fps	
  

•  MFi	
  module	
  
•  Powered	
  speakers	
  with	
  RCA	
  audio	
  cable	
  
•  Microphone	
  
•  Apple	
  USB	
  to	
  Lightning	
  dock	
  connector	
  cable	
  to	
  iPhone	
  
•  SD	
  memory	
  card	
  with	
  firmware	
  
•  Op4onal:	
  Powered	
  USB	
  hub	
  for	
  connec4ng	
  mul4ple	
  USB	
  
devices	
  concurrently	
  (Note:	
  iPhone	
  cannot	
  be	
  connected	
  via	
  a	
  
USB	
  hub)	
  

•  Op4onal:	
  BT	
  module	
  


