
PAE_at_mPdel_vs_PAE

58.893

Gain_at_mPdel_vs_PAE

15.052

BiasCurrent_at_mPdel_vs_PAE

0.160

Data corresponding to marker mPdel_vs_PAE:

mPdel_vs_PAE_Rho

0.240 / 104.578 

Zload_at_mPdel_vs_PAE

16.003 + j7.874 

Z_In_at_mPdel_vs_PAE

13.011 - j13.844 

Pdel_dBm_at_mPdel_vs_PAE

25.052
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GainComp_at_mPdel_vs_PAE

1.162
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Maximum PAE 
and contour 
levels, %:

Reference Z0=20.000

26.154
26.000
25.000
24.000
23.000

Maximum Power 
Delivered and
contour levels, dBm:

Choose desired point on power-delivered-versus-power-
added-efficiency curves.  Tabular data, black dot on 
Smith Chart and traces below will be updated.

PAE and Delivered Power Contours

10.000

Source Zs at Fund, 
2nd & 3rd Harmonics

1.000 k

1.000 k

-402.9G - j34.74G 

208.3G - j357.0G 

Load Zs at 2nd & 3rd 
Harmonics (if sweeping
Z at fundamental)

Contour levels are specified
on "Contours on Smith Charts
and Impedance Plots" page.
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