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[6 CAN.c [ [h CANh  [Jg) JF_MCP2515.c | [€ CO Startup.c | [W MCP2515.h [ [€] Hardwarec 52 . [m)| % COM31-Tera Term VT eaii=h ) tine
1 |File Edit Setup Control Window Help 1
* | FIN-A
= AME: wConfigureADC( ) IN-4
SAVE
DESCRIPTION "alls the necessary tunctions to bring up the ADC CAVE
............................................................................. SAVE
SAVE
~ = void vConfigureADC( void ) SAVE
1 SAVE
. SAVE
vAHI_ApConfigure( E_AHI_AP_REGULATOR_EMNABLE, e
E_AHI_AP_INT DISABLE, 1
E_AHI AP SAMPLE 2, SAVE
E_AHI_AP CLOCKDIV S@@KHZ, SAVE
E_AHI_AP_INTREF ); SAVE
AHI Prot 1p TRUE SAVE
vAHI ProtocolPower( b3 SAVE
DBG_wPrintf(TRUE, "\nCalling: vAHI ApSetBandGap( E_AHI_AP BANDGAP ENABLE ) "); SAVE
vAHI_ApSetBandGap( E_AHI_AP BANDGAP ENABLE ); SAVE
SAVE
DEG vPrintf(TRUE, "“nCalling: bAHI_ APRegulatorEnabled() "); SAVE
while {!bAHI_APRegulatorEnabled(}}; // spin on reg not enabled WCE
DBG wPrintf(TRUE, "\n&PP: bAHI APRegulatorEnabled Done"); WCE
DBG_wPrintf(TRUE, "‘nCalling: vAHI_AdcEnable() ");
vAHI_AdcEnable{ E_AHI_ADC_SINGLE SHOT, E_AHI AP INPUT RANGE_1, E_AHI ADC SRC_ADC_1);
DEG vPrintf(TRUE, "“nwAHI AdcEnable() Docne™);
g Problems | ¥ Tasks | B Console i3 = Properties| & Coordinator Terminal| 4" Search | #9= Variables | %5 Debug| § il
(CDT Build Console [WCE_B]
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c: /MXP/bstudio_nxp/workspace/WCB_B/WCB_B_Coordinator/Source/C0_Startup.c:37:9: warning: wariable
c:/NXP/bstudio nxp/workspace/WCB B/WCB B Coordinator/Source/C0 Startup.c:35:61: warning: unused
Compiling /c/NXP/bstudio_nxp/workspace/WCB_B/WCE_B_Coordinator/Source/C0 _UserInterface.c
Je/NXP/bstudio nxp/sdk/IN-5W-4163/../Tools/ba-elf-ba2-r36379/bin/ba-elf-gcc -c -o CO_UserInterfa B FAr
c: /MXP/bstudio_nxp/workspace/WCB_B/WCEB_B_Coordinator/Source/C0_UserInterface.c: In function 'vCo
c:/NXP/bstudio nxp/workspace/WCB_B/WCE_B_Coordinater/Source/C0 UserInterface.c:21:28: warning:
Linking WCE_B_Coordinator_JIN5169.e1f
Je/NXP/bstudic nxp/sdk/IN-5W-4163/../Toocls/ba-elf-ba2-r36379/bin/ba-elf-gcc -Wl,--gc-sections -W edzor
Jo/NXP/bstudio_nxp/sdk/IN-SW-4163/../Tools/ba-elf-ba2-r36379/bin/ba-elf-size WCB_B_Coordinator_J
text data bss dec hex filename
51578 1256 14731 67563 187eb WCB B Coordinator JNS5169.elf
Generating binary
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4 . <terminated>=WCE_B_EndDevice JM5169_hwdbg.elf [NXP JN51xx Application]
& <terminated, exit value: -1073741510> jtag proxy
Eﬁ <terminated, exit value: 0=>gdb
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DESCRIPTION:
Entry point for application from boot loader.
Initializes system and runs main loop.

RETURNS:
Never returns.

# O# O # O# O ¥ W

= PUBLIC woid AppColdStart{void)

uBWatchdogResetEvent = bAHI_WatchdogResetEvent();

vAHI WatchdogStop(;
¥

/! Waktchdog is enabled by default to a pericd of about 16 Seconds

****************************************************************************H

1
uintd  u8TwosCompValue, uSRetryCount, u8WatchdogResetEvent;
uintsd usTickTimerEvents = @;
uints  uBAntennaliwversityStatusCode, uBlLastTx, uBlLastRx, udCurrentAntenna;
uint32 u32mS, ul6HighestWatchdogReading = @, ulGWatchdogReading;
fi) uintls  ulBResult:

FE Conzole (@ Tasks (B'T,_n; Problems (ﬂ Executables (ﬂ Memory (f? Search (@ Coordinatar Terminal EE\E

Serial: (COME, 115200, 8,1, None, Mone - CONMECTED] - Encoding: (I50-8859-1)

Calling: vAHI_ ApSetBandGap( E_AHI_AP BANDGAP ENAELE
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4 I <terminated>WCE_B_EndDevice JMN5169_hwdbg.elf [MXP JMN51o Application]
@ <terminated, exit value: -1073741510> jtag proxy
@ <terminated, exit value: 0>gdb

[2 AN [[B CANh [ [6) JFIXMCP2515.c [ [g CO Startup.c | [ MCP2515.h
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(@ Hardware.

DESCRIPTION:
Entry point for application from boot loader.
Initializes system and runs main loop.

RETURNS :
Newver returns.

# O O# # O# O # O# # #

= PUBLIC woid AppColdStart({wvoid)
1

uints uBTwosCompWalue, udRetryCount, uBWatchdogResetEvent;
uintsd uBTickTimerEvents = @;

4

****************************************************************************‘f

uintsd usAntennaliversityStatusCode, uBLastTx, uBlLastRx, uBCurrenténtenna;
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<terminated> WCB_B_EndDevice JN5169_hwdbg.elf [MXP JN51:: Application] jtag proxy

jp3: JTAG protocol via USB/parallel port for Windows.
Version 1.6.3
Assuming debug_if's TAP has an IDCODE of @x14951185.
Using 'Beyond Debug Key (BDLF2HYK)' interface.
Enabling high speed ftdi mode.
Using JITAG clock of 15 MHz
Enabled UART channel.
ITAG chain length: 1
Found device @ (IDCODE: 14951185) to have a debug_if connected to it
Debug interfaces(s) detected: if3
Using debug interface 3.
Processor wersion: BA22 vB.@.4
Memory interface for debuggers: no
Remote ba debugging using jtag://localhost:s2282
Press CTRL+c to exit.
Hi has been busy for 228 clocks, aborting transfer
HW has been busy for 228 clocks, aborting transfer
Last bus transfer failed: CPU busy. Retrying.
HW has been busy for 228 clocks, aborting transfer
Last bus transfer failed: CPU busy. Retrying.
HW has been busy for 228 clocks, aborting transfer
Last bus transfer failed: CPU busy. Retrying.
Resetting interface before last retry.
Last bus transfer failed: CPU busy. Retrying.
Resetting interface before last retry.
Last bus transfer failed: CPU busy. Retrying.
Last bus transfer failed: CPU busy. Retrying.
Last bus transfer failed: CPU busy. Retrying.
Resetting interface before last retry.
Last bus transfer failed: CPU busy. Retrying.
Resetting interface before last retry.
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